CASTINGS A & B
. ST0. PLATES 22010 & 2202C

2" PRECAST ADJUSTING RINGS
""" SET IN 3/8" FULLY MORTARED BED
(MIN~1, MAX—2)

27" —

WALL THICKNESS

)

R
6

“'[_‘_”*}-—27' RCP RISER WITH 4"
-

9
1
@ \—3Y43 CONCRETE BASE

| ———DIP. CLEANOUT PIPE
SAME DIA. AS DROP PIPE

DO NOT ENCASE
JOINT

~—EXTEND CONCRETE ENCASEMENT 6™ AROVE
JSO!NT OR TOP OF ROCK (IF ANY), WHICHEVER
IS HIGHER

DO NOT ENCASE JOINT

LY
WHERE DEPTH OF DROP IS LESS THAN (
56" USE TEE AS SHOWN ABOVE, AND 1.
OMIT CLEANGUT PIPE AND MANHOLE. s
- J ! r
""h—m—-f/ TRANSITION 7O SEWER MAIN MATERIAL TO
s - BE ON UNDISTURBED SOIL. MIN. DISTANCE
~ ] ¥ FROM EDGE OF EXCAVATION IS 2°
¥ A *"'-{
(4 o 4 \
3 i P DLP. CLASS 50 DROP PIRE.
’ N 8" DIA. FOR 8" & 10" MAINLINE
E - L I 10" DIA. FOR 12" TO 16" MAINLINE
NOTES:. & 4 ;
1. USE FOR DROPS GREATER THAN 2'—0° g 3 .
ABOVE INVERT OF MANHOLE &
2. FITTINGS ARE CAST IRON, CLASS 150
OR DUCTILE IRON CLASS 50
14"
/5, i L
MANHOLE -, ts
/ Jsrlrer L
/[ 1
1 horoby cortify that this pian, specification o W PRECAST CONCRETE
il ot 4 Sorrrnll t Aoy HORSESHOES SET IN 3/8"
Profassionol  Enginesr under  the lows of the CONCRETE 3Y43 FULLY MORTARED BED
Stats ta
22° X 307 MIN.
vte F-2:02 1 w0 L3P/
VED CITY OF ST. PAUL Date of | Standard
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